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 205835

Geometric Machine
Pressure Sensitive Tape
2002

Coater Laminator

Price:  1,875,000

The price is valid for 30 days from the date on this quotation, and is subject to our attached 
Standard Terms & Conditions.

Manufacturer:
Model:

Reference #: 

Year:
In Operation: No

USD

Details:

Location: USA

Web Width: 1575 mm (62 in)
Primary Unwind: Turret 
Secondary Unwind: Turret 
Rewind: Turret 
Coater(s): See Notes 
Coating Width: 1549 mm (61 in)
Speed: 122 MPM (400 FPM)
Max. Diameter: 1016 mm (40 in)
Max. Diameter: 1016 mm (40 in)
Max. Diameter: 1016 mm (40 in)
Dryer Type(s): Flotation 
Drive System: AC Vector 

One used Geometric coater laminator designed to manufacturer combination tapes from paper, film and fabric.  

The coating line is equipped with a 40" diameter shaftless turret unwind with over & under automatic splicing; 20" 
diameter single position leader unwind with 3" swingout air shaft; powered sewing head for fabrics; 150 feet accumulator 
following sewing head; 2 roll backsize gravure coater (8" diameter rolls) with Mayer rod & 36" heated drum with 
impingement dryer; 2 roll primer gravure coater (8" diameter rolls) with 36" heated drum with impingement dryer in 
enclosure; 3 roll adhesive reverse roll coater (14" diameter rolls) with smoothing roll; 2 roll saturator (10" diameter rolls) at 
adhesive coater which slides in & out; vacuum belt to isolate tension between adhesive coater & oven in enclosure; beta 
gauge after adhesive coater; MEGTEC flotation dryer with 3 - 20 feet zones at 8000 FPM nozzle velocity, thermal oil heat, 
zone 3 cascades to zone 2, 6" insulation; beta gauge after oven; 2 - 18" diameter chill rolls at exit of dryer with Camber 
roll edge guide; laminator with 18" diameter chill roll & 10" diameter nip roll; 40" diameter shaftless secondary turret 
unwind with over & under automatic splicing; 180 degree turn bar assembly with 2 - 6" air bars with blower; 2 roll 
backsize/prime gravure coater (8" diameter rolls) with 36" heated drum with impingement dryer in enclosure; 3 roll 
adhesive reverse roll coater (14" diameter rolls) with vacuum belt to isolate tension between adhesive coater & oven in 
enclosure; MEGTEC flotation dryer with 13 feet pre-heat zone at 6000 FPM nozzle velocity, 6 - 25 feet zones at 8000 
FPM nozzle velocity, thermal oil heat, zone 6 cascades to zone 5 & zone 5 to zone 4, 4" insulation; 15 feet cooling zone 
with 10,000 FPM nozzle velocity; 2 - 18" diameter chill rolls at exit of dryer with Camber roll edge guide; beta gauge at 
exit of oven; 40" diameter turret rewind with center surface & minimum gap capability, dual direction automatic roll 
splicing; Siemens 24 axis AC drive system with AC flux vector motors with encoders and explosiion proof motors where 
applicable, DFE tension transducers & position control dancer rolls for tension control, Allen-Bradley SLC500 with 
Wonderware operator interface, main operator console & Allen-Bradly PanelView HMI at various machine locations. 

Machine designed to operate with a MEGTEC regenerative thermal oxidizer with thermal oil system and tertiary air to air 
heat recovery system for building make-up-air.

Photos:

Notes:

See Below



Date: January 21, 2010

All sales are in the currency specified in the quotation, and all machines are sold in "as is, where is " 
condition , with no implied warranties.  NO IMPLIED STATUTORY WARRANTY OF MERCHANTABILITY 
OR WITNESS FOR PARTICULAR PURPOSE SHALL APPLY.  The above price does not include any 
taxes required by the United States or foreign governments.  Buyer is responsible for any and all 
taxes , duties , brokerage fees, incidental charges including, but not limited to, costs to remove , 
disassemble, match mark, rig, and ship the equipment.
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